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(b) Unless we specify otherwise, the 
terms ‘‘procedures’’ and ‘‘test proce-
dures’’ in this subpart include all as-
pects of testing, including the equip-
ment specifications, calibrations, cal-
culations, and other protocols and pro-
cedural specifications needed to meas-
ure emissions. 

(c) The specification for gasoline to 
be used for testing is given in 40 CFR 
1065.710. Use the grade of gasoline spec-
ified for general testing. Blend this 
grade of gasoline with reagent grade 
ethanol in a volumetric ratio of 90.0 
percent gasoline to 10.0 percent eth-
anol. You may use ethanol that is less 
pure if you can demonstrate that it 
will not affect your ability to dem-
onstrate compliance with the applica-
ble emission standards. 

(d) Accuracy and precision of all tem-
perature measurements must be ±2.2 °C 
or better. 

(e) Accuracy and precision of mass 
balances must be sufficient to ensure 
accuracy and precision of two percent 
or better for emission measurements 
for products at the maximum level al-
lowed by the standard. The readability 
of the display may not be coarser than 
half of the required accuracy and preci-
sion. 

§ 59.652 Other procedures. 
(a) Your testing. The procedures in 

this subpart apply for all testing you 
do to show compliance with emission 
standards, with certain exceptions list-
ed in this section. 

(b) Our testing. These procedures gen-
erally apply for testing that we do to 
determine if your portable fuel con-
tainers complies with applicable emis-
sion standards. We may perform other 
testing as allowed by the Act. 

(c) Exceptions. We may allow or re-
quire you to use procedures other than 
those specified in this subpart as fol-
lows: 

(1) You may request to use special 
procedures if your portable fuel con-
tainers cannot be tested using the spec-
ified procedures. We will approve your 
request if we determine that it would 
produce emission measurements that 
represent in-use operation and we de-
termine that it can be used to show 
compliance with the requirements of 
§ 59.611. 

(2) You may ask to use emission data 
collected using other procedures, such 
as those of the California Air Re-
sources Board. We will approve this 
only if you show us that using these 
other procedures do not affect your 
ability to show compliance with the 
applicable emission standards. This 
generally requires emission levels to be 
far enough below the applicable emis-
sion standards so that any test dif-
ferences do not affect your ability to 
state unconditionally that your con-
tainers will meet all applicable emis-
sion standards when tested using the 
specified test procedures. 

(3) You may request to use alternate 
procedures that are equivalent to al-
lowed procedures, or more accurate or 
more precise than allowed procedures. 

(4) You may not use other procedures 
under this paragraph (c) until we ap-
prove your request. 

§ 59.653 How do I test portable fuel 
containers? 

You must test the portable fuel con-
tainer as described in your application, 
with the applicable spout attached ex-
cept as otherwise noted. Tighten fit-
tings in a manner representative of 
how they would be tightened by a typ-
ical user. 

(a) Preconditioning for durability. 
Complete the following steps before an 
emissions test, in any order, unless we 
determine that omission of one or more 
of these durability steps will not affect 
the emissions from your container. 

(1) Pressure cycling. Perform a pres-
sure test by sealing the container and 
cycling it between +13.8 and ¥1.7 kPa 
(+2.0 and ¥0.5 psig) for 10,000 cycles at 
a rate of 60 seconds per cycle. For this 
test, the spout may be removed and the 
pressure applied through the opening 
where the spout attaches. The purpose 
of this test is to represent environ-
mental wall stresses caused by pressure 
changes and other factors (such as vi-
bration or thermal expansion). If your 
container cannot be tested using the 
pressure cycles specified by this para-
graph (a)(1), you may ask to use special 
test procedures under § 59.652(c). 

(2) UV exposure. Perform a sunlight- 
exposure test by exposing the con-
tainer to an ultraviolet light of at least 
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